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Technische beschrijving 

Aansluitspanning: ............................. 24 VAC ± 15%, 50...60 Hz of 230VAC ± 10%, 50...60 Hz
Opgenomen vermogen: .................... 24 VAC 1,5 W / 2,5VA, 230VAC 2,2 W / 6,5VA
Sturing: ............................................... On/Off of 3 punts
Max. vloeistoftemperatuur: .............. 95 °C
Max. omgevingstemperatuur: .......... 0 - 50 °C
Max. opslagtemperatuur: ................. -20 °C / + 65 °C
Beschermingsgraad: ......................... IP 43/III
Afsluitkracht: ..................................... 120 N +30% - 20%
Max mechanische slag: .................... 6,3 mm EVOPICV 93 / 3,2 mm EVOPICV 91
Looptijd: ............................................. 8 sec/mm
Gewicht: ............................................. 200 g
Aansluitkabel: .................................... 1,5 m, 3 x 0,35 mm2

Kleur: .................................................. wit
Geluidsniveau: ................................... <30dB(A)

Werkstatus indicatie Aansluiting

OFF   Geen spanning

GROEN KNIPPEREND Bewegen naar positie

GROEN CONTINU
  

Positie bereikt

79,5
mm

49 mm

80 mm

Afmetingen

Montagepositie: elke positie tussen verticaal en horizontaal (fi g. 1 en 2). 
Ondersteboven monteren (actuator onder het ventiel fi g. 3) is om veiligheidsredenen niet toegestaan.

TECHNICAL SPECIFICATION VA7482 
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ELECTRICAL CONNECTION 
 

 
 

OPERATING STATUS INDICATION 
 

The 24 V electromotive actuator VA7482 has a double colour LED 
(green/red) indicating its operating status as shown by the table below: 
 

OFF  No power supply 

Green blinking 
 

Moving to position 

Green steady on 
 

End stroke reached 

Red blinking  
 

Calibration cycle 

Red steady on 
 

4/20 mA or 2/10 Vdc lost 
 

________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 
 

INSTALLATION 

        
Fig.1 Fig.2 Fig.3 

 

For electrical safety reasons the VA7482 electromotive actuator has to be installed as shown by pictures 1 and 2. Please avoid 
any upside down installation as suggested by the picture 3. 
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 
 

SETTING 

DIP SWITCH 1/2/3-6 

 
                                                                                                                   Default configuration 
 

DIP SWITCH 4 

The 24 V electromotive proportional actuator 
VA7482 has 6 switch ON/OFF which allow the 
actuator set-up according to operation request. 
 

The control signal type (voltage Vdc or current 
mA) is set through switch n. 1/2/3 
The control signal type is selected by switch n. 6 
 

The default position of switches n. 1/2/3/6 is 
OFF 

The switch n. 4 allows the user to change the actuator action according to digital input 

 

 

switch n. 4 – OFF  (default) : Direct Action DA – when the 
signal increases, the valve closes. 

switch n. 4 – ON : Reverse Action RA – when the signal increas-
es, the valve opens 

 

DIP SWITCH 5 
The switch n. 5 sets the actuator control characteristic in order to get along with the valve a LINEAR response (switch n. 5 – 
OFF - default) or EQUAL PERCENTAGE one (switch n. 5 - ON) 
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 

REMARKS 
Connection rings 0A7010 and 0A748X are not included and they must be ordered separately. 

Type Omschrijving Productgr. Artikelnr.

VA7481 actuator 24VAC 6200 61003320

VA7481 actuator 230VAC 6200 61003300

0A7010 adapterring 3,2 mm tbv EVOPICV 91 6200 61001099

0A748X adapterring 6,3 mm tbv EVOPICV 93 6200 61003340

24/230VAC
3-punts

24/230VAC
On/Off
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