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Technische beschrijving 

Aansluitspanning: ............................ 24 VAC/VDC ± 20% 50...60 Hz, ± 10% bij DC
Opgenomen vermogen: .................... 3,9 W, standby 0,4W / 6,5 VA
Regelsignaal: .................................... 2 punts (On/Off) en 3 punts
Max. omgevingstemperatuur: ......... -20 - 50 °C niet condenserend
Max. opslagtemperatuur:................. -40 - + 70 °C niet condenserend
Luchtvochtigheid: ............................. 5~95% RH niet condenserend
Kracht: ............................................... 8 Nm
Looptijd: ............................................ 30 s - 90°
Draaihoek: ......................................... 0~90º
Hoeklimitering: ................................. 5~85º (5º stappen)
Levensduur: ...................................... 60,000 rotaties
Beschermingsklasse: ....................... II
Beschermingsgraad: ........................ IP54 bij gebruik van de correcte wartel, anders IP44
Gewicht: ............................................ 1,09 kg
Kleur: ................................................. zwart / blauw
Aansluiting aan ventiel: ................... F03, 9 mm vierkant EN 5211
Geluidsniveau: .................................. 45 dB(A)
Normen: ............................................ CE
Montage: ........................................... ondersteboven monteren (actuator onder het ventiel) is om 

veiligheidsredenen niet toegestaan.

AansluitingAfmetingen in mm
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TECHNICAL SPECIFICATION SN08 – 24V 
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CONNECTION SCHEMES 

 

ROTATION DIRECTION SETTING 

 
S1 ON: clockwise; 
S1 OFF: counter clockwise; 

________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 
 

INSTALLATION 
 

It is highly suggested to install SN08 electromotive actuators in safe orientation that means potential leakage from the stem 
does not damage them. Thus any upside down installation must be avoided. 
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 

Spanning Productgroep Artikelnr.

SM16 24V 6200 61003400

TECHNICAL SPECIFICATION SN08 – 230V 
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CONNECTION SCHEMES 

 

ROTATION DIRECTION SETTING 

 
S1 ON: clockwise; 
S1 OFF: counter clockwise; 

________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 
 

INSTALLATION 
 

It is highly suggested to install SN08 electromotive actuators in safe orientation that means potential leakage from the stem 
does not damage them. Thus any upside down installation must be avoided. 
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________- 

Instellen draairichting

S1 ON: klokrichting, S1 OFF: tegen de klokrichting

VEDOTEC B.V.  www.vedotec.nl   info@vedotec.nl  +31(0)88-8336800  11

SM16 24V 3 punts regelsignaal
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