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ÉÉN PRODUCT
25 verschillende kv configuraties
alle uitwisselbare Kv-schijven meegeleverd

3/4”
Sfero-conisch
directe montage aan de flexibele slangen

1

3

DUBBEL
montagesysteem

SNELLE ACTUATOR 
assemblage

direct aan het ventiel of via 
063ZA montageplaat

met M63 bajonetring

4

2

Applicaties

Pettinaroli's zeswegventielen (serie 63) zijn 
ontwikkeld op basis van tientallen jaren ervaring 
in HVAC-projecten in heel Europa. Het aandeel 
vierpijpssytemen neemt binnen deze projecten 
zeer snel toe en zijn eigenlijk de standaard oplos-
sing geworden. Het regelen en sturen was tot voor 
kort technisch en praktisch lastig. Dit stimuleerde 
de engineers van Pettinaroli om de compacte en 
functionele oplossing te ontwikkelen die we de 
63/2S afsluiter noemen. Samen met een goede 
actuator en de juiste aansturing is het toepassen 
en implementeren van zeswegventielen nu stukken 
eenvoudiger geworden.
Om overdruk in het secundaire systeem bij om-
schakeling van bijv. 15° naar 30° C te voorkomen 
is de afsluiter voorzien van een drukstabilisatie-
systeem. Het risico van overdruk in bijvoorbeeld 
fancoils en koelplafonds wordt daarmee voorko-
men. Zie volgende pagina's.

Kv waarde selectie
Om het werken met onze zeswegventielen zo 
simpel mogelijk te houden worden de ventielen 
geleverd op de maximale Kv waarde 1,25. Omdat 
in de praktijk de koel- en warmtezijde meestal een 
verschillende flow hebben wordt de set geleverd 
met 4 koppels uitwisselbare schijven, gemaakt 
van PSU. De eindgebruiker of installateur kan zo 
de optimale Kv waarde kiezen voor zijn instal-
latie. Deze set wordt standaard meegeleverd. De 
Kv-waarde is op de binnenzijde van elke schijf ge-
schreven. De installateur kan volgens de ontwer-
perrichtlijn de juiste schijf kiezen voor beide zijden. 
Met deze oplossing heeft u een hoog flexibele en 
praktische oplossing bij een zeer goede prijs/kwa-
liteitsverhouding.

Kv 1.6			   Kv 2.1

Kv 2.5

Kv 0.70			   Kv 1.00

Kv 0.63			   Kv 1.00Kv 0.25			   Kv 0.40 DN15 Kv 1.25

 DN20 Kv 2.8

 DN20 Kv 4.0
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63/2S DN15

63/2S CR DN15

Zeswegafsluiters voor zomer/winter omschakeling in HVAC installaties.

Deze afsluiters zijn geschikt voor het omschakelen tussen de zomer- en de winterstand (koelen/
verwarmen) of, indien gewenst, voor het regelen van klimaatplafonds, fancoils, convectors enz.
De uitvoering met CR zijn corrosiebestendig (Corrosion Resistant).

Algemene technische gegevens

Medium:	�������������������������������������������� water (max. 50% glycol)
Watertemperatuur	���������������������������� -10°C +120°C
Nominale druk	���������������������������������� 16 bar
Karakteristiek	����������������������������������� lineair
Totale regelhoek	������������������������������� 90°
Eerste regelhoek	������������������������������� 0 - 32°
Dode zone	����������������������������������������� 32° - 58°
Tweede regelhoek	���������������������������� 58° - 90°
Maximale verschildruk	��������������������� 2 bar
Lekkage:	�������������������������������������������� niveau A EN12266-1/12-P12
Waterkwaliteit:	���������������������������������� Fe , 0,5 mg/kg en Cu < 0,1 mg/kg

Werking van de afsluiter

De afsluiter is voorzien van twee kogels met een "L" boring. Een gelaserd referentieteken is op de 
hoofdas aangebracht. De positie van de kogel is daardoor eenduidig en direct af te lezen, ook als de 
afsluiter eenmaal geïnstalleerd is.

Pos. 0° 	 Pos.45° 	 Pos.90° 

Overdrukuitlaat

Het diagram toont de karakteristiek van de zeswegkogelkraan 63/2 gerelateerd aan de draaihoek.
Zoals in de grafiek te zien functioneert de overdrukuitlaat tot een hoek van 50°.

63/2S CR DN20
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TECHNICAL SPECIFICATIONS 63/2S – DN15 – Kvmax 1.25 
 

Via Pianelli,38 - 28017 S.Maurizio d’Opaglio (NO) ITALY Tel. +39 0322 96217 - Fax. +39 0322 96546 - www.pettinaroli.com 
 

1 

 

S
TE

02
39

 -
 r

ev
.0

2 
30

/0
6/

20
16

 
                                  

 
DESCRIPTION 
 

63/2S 
 

Six-way ballvalve with ¾”M BS5200 60° conical ends 
for HVAC 4 pipes applications to automatically carry 
out the winter-summer change-over or, potentially, 
the control of radiant ceilings, fan coils and chilled 
beams. Available also in anti-dezincification alloy 
DZR. 

 

DIMENSIONS 

 
APPLICATION FIELD 
The new Pettinaroli six-way ballvalve (63/2S) comes out of the big experience gained over many years that Pettinaroli experts 
have spent working on many air conditioning projects all-over the Europe. The wider and wider realization of 4 pipes 
conditioning systems and technical/practical issues to move simultaneously by actuators two or four valves have pushed 
technicians to look for compact, reliable and easier solutions like the Pettinaroli 63/2S six-way ballvalve.  
 

  
 

The simultaneous 90° rotations of the two balls, moved just by one stem, opens supply and return ways on one side (for 
example, ways n. 1 and n. 4) and closes at the same time the other side (ways n. 5 and n. 6). It avoids any mixing between flows. 
 
For its suitable operation, the Pettinaroli six-way ballvalve 63/2S has to be equipped with the rotating electric engine M63 24V. 
The electric actuator is supplied separately. It makes the change-over automatic. It also secondary allows the control of the 
water flow by means of a local (room thermostat) or centralized (BMS) device. For further information, see their own technical 
datasheets. 
The 63/2S valve has a flange to connect rotating actuators which is compatible with F03 an F04 types, as the standard EN ISO 
5211 indicates. 
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ 
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  Afmetingen 63/2 DN15

TECHNICAL SPECIFICATIONS 63/2S – DN20 – Kvmax 2.8 
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DESCRIPTION 
 

63/2S 
 

High flow six-way ballvalve with ¾”M BS5200 60° 
conical ends for HVAC 4 pipes applications to 
automatically carry out the winter-summer change-
over or, potentially, the control of radiant ceilings, 
fan coils and chilled beams. 

 

DIMENSIONS 

 
APPLICATION FIELD 
The new Pettinaroli six-way ballvalve (63/2S) comes out of the big experience gained over many years that Pettinaroli experts 
have spent working on many air conditioning projects all-over the Europe. The wider and wider realization of 4 pipes 
conditioning systems and technical/practical issues to move simultaneously by actuators two or four valves have pushed 
technicians to look for compact, reliable and easier solutions like the Pettinaroli 63/2S six-way ballvalve.  
 

  
 

The simultaneous 90° rotations of the two balls, moved just by one stem, opens supply and return ways on one side (for 
example, ways n. 1 and n. 4) and closes at the same time the other side (ways n. 5 and n. 6). It avoids any mixing between flows. 
 
For its suitable operation, the Pettinaroli six-way ballvalve 63/2S has to be equipped with the rotating electric engine M63 24V. 
The electric actuator is supplied separately. It makes the change-over automatic. It also secondary allows the control of the 
water flow by means of a local (room thermostat) or centralized (BMS) device. For further information, see their own technical 
datasheets. 
The 63/2S valve has a flange to connect rotating actuators which is compatible with F03 an F04 types, as the standard EN ISO 
5211 indicates. 

  Afmetingen 63/2 DN20

Opbouw en componenten

1.  Body	��������������������������������������������� CW617N (EN 12165) CuZn40Pb2 vernikkeld 
CW602N (EN 12167) CuZn36Pb2As (CR type)

2.  O-ring	������������������������������������������� EPDM - Perox
3.  Pakking	���������������������������������������� PTFE
4.  As	������������������������������������������������� CW614N (EN 12164) CuZn39Pb3 verchroomd
5.  Kogel	�������������������������������������������� CW617N (EN 12165) CuZn40Pb2 verchroomd
6.  Anti frictie lager:	�������������������������� PTFE
7.  O-ring	������������������������������������������� EPDM - Perox
8.  Hoofd-as:	������������������������������������� CW614N (EN 12164) CuZn39Pb3 verchroomd
9.  Klemring:	������������������������������������� fosforbrons
10. Anti frictie lager	�������������������������� PTFE
11. Eindsluiting	��������������������������������� CW617N (EN 12165) CuZn40Pb2 vernikkeld 

CW602N (EN 12167) CuZn36Pb2As (CR type)
12. O-ring	������������������������������������������ EPDM - Perox
13. Kogel	������������������������������������������� CW617N (EN 12165) CuZn40Pb2 verchroomd

63/2 samengesteld met 
actuator

TECHNICAL SPECIFICATIONS 63/2S – DN15 – Kvmax 1.25 
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ASSEMBLY OF VALVE 63/2S WITH M63 AND FASTENING ANGLE 063ZA 

 

 
 

 
 

 

The procedure to assembly valve and actuator is reported on the technical datasheet/instruction of the M63 actuator. 

CONTENTS OF THE PACKAGING 

1x 
 

1x 

 

1x 
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  Afmetingen 63/2 DN15 samengesteld met actuator

  Diagram drukval 63/2 DN15  Diagram drukval 63/2 DN20
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63CR

Type Omschrijving Aansluiting Kv Nom. diam. Gew. Prod.gr. Artikelnr.

63/2S zeswegregelafsluiter G3/4" M, cone 60° sfero conisch 1,25-1-0,85-0,4-0,25 DN15 980 g 6200 62003100

63/2S CR zeswegregelafsluiter G3/4" M, cone 60° sfero conisch 1,25-1-0,85-0,4-0,25 DN15 980 g 6200 62003120

63/2S CR zeswegregelafsluiter G3/4" M, cone. 60° sfero conisch 2,8-2,1-1,6-1,0,7 DN20 1885 g 6200 62003190

63 CR zeswegregelafsluiter G 3/4" F 4-2,5 DN20 1920 g 6200 62003200

Zeswegafsluiters voor zomer/winter omschakeling in HVAC installaties.
Deze afsluiters zijn geschikt voor het omschakelen tussen de zomer- en de winterstand (koelen/
verwarmen) of, indien gewenst, voor het regelen van klimaatplafonds, fancoils, convectors enz.
De uitvoering met CR zijn Corrosiebestendig (Corrosion Resistant).

TECHNICAL SPECIFICATIONS 63 – DN20 – Kvmax 2.8 and Kvmax 4 
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DESCRIPTION 
 

63 
 

High flow or very high flow six-way ballvalve with ¾”F 
ends for HVAC 4 pipes applications to automatically 
carry out the winter-summer change-over or, 
potentially, the control of radiant ceilings, fan coils and 
chilled beams. 
Available with Kvmax 2.8 or Kvmax 4. 

 

DIMENSIONS 

 
APPLICATION FIELD 
The new Pettinaroli six-way ballvalve (63) comes out of the big experience gained over many years that Pettinaroli experts have 
spent working on many air conditioning projects all-over the Europe. The wider and wider realization of 4 pipes conditioning 
systems and technical/practical issues to move simultaneously by actuators two or four valves have pushed technicians to look 
for compact, reliable and easier solutions like the Pettinaroli 63 six-way ballvalve.  
 

  
 

The simultaneous 90° rotations of the two balls, moved just by one stem, opens supply and return ways on one side (for 
example, ways n. 1 and n. 4) and closes at the same time the other side (ways n. 5 and n. 6). It avoids any mixing between flows. 
 

For its suitable operation, the Pettinaroli six-way ballvalve 63 has to be equipped with the rotating electric engine M63 24V. 
The electric actuator is supplied separately. It makes the change-over automatic. It also secondary allows the control of the 
water flow by means of a local (room thermostat) or centralized (BMS) device. For further information, see their own technical 
datasheets. 
The 63 valve has a flange to connect rotating actuators which is compatible with F03 an F04 types, as the standard EN ISO 5211 
indicates. 
________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ 

 Afmetingen 63 DN20

TECHNICAL SPECIFICATIONS 63 – DN20 – Kvmax 2.8 and Kvmax 4 
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INSULATING CASE – 063GI 
In order to ensure the thermal insulation of the Pettinaroli 63, the 
insulating case 063GI is available as optional (to be purchase 
separately). The case can be installed even when the valve is 
already connected to pipes. 

 

FITTINGS 
The ¾”F connection is made as shown by the picture below. 

 
 
 
 
 

ACTUATOR FLANGE FEATURES 
The picture beside shows the connection flange for the 
actuator. The valve 63 has an actuator connection 
compatible with F03 and F04 modes the EN ISO 5211 
standard includes. 

 
ASSEMBLY OF VALVE 63 WITH M63 AND FASTENING ANGLE 063ZA 

 

 

 
The procedure to assembly valve and actuator is reported on the technical datasheet/instruction of the M63 actuator. 
CONTENTS OF THE PACKAGING 

1x 
 

1x 
 

For 
Kv 2.8 

1x 

  

For 
Kv 4 
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 Afmetingen 63 DN20 samengesteld met actuator

63 CR samengesteld met actuator

  Diagram drukval 63 DN20 Kv 2,5   Diagram drukval 63 DN20 Kv 4,0

Algemene technische gegevens

Zie op de vorige pagina bij de 63/2S series, Kv waardes zijn 2,8 of 4,0
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