
Installation instructions

LDALI-PWM4-x PWM Dimmer

Instructions de montage

Montageanweisung

Montagevoorschrift

Instruzioni di montaggio

Instrucciones de montaje

Monteringsanvisning

max 50º C

min 0º C
0.037 kg

kg
10 – 90 %
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DALI Load:
typ. 2.0 mA
@ 16 V DC
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0.2 - 1.5 mm2 [AWG24 – AWG16]
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LDALI-PWM4-RGBW: 

CH1- R (red)
CH2- G (green)
CH3- B (blue)
CH4- W (white)

Use same power supply for PWM Dimmer and LEDs!

12-24V DC

DALI

+-

CH1- R (red)

CH2- G (green)

CH3- B (blue)

CH4- W (white)For 24V max 10m with 5 x 1.5 mm2 
For 12V max 5m with 5 x 1.5 mm2 
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12-24V DC
+-

CH1- LED 1 warm

CH2- LED 1 cold

CH3- LED 2 warm

CH4- LED 2 cold

For 12V max 5m with 3 x 1.5 mm2 
For 24V max 10m with 3 x 1.5 mm2 
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LDALI-PWM4-TC:

CH1- LED 1 warm
CH2- LED 1 cold
CH3- LED 2 warm
CH4- LED 2 cold 

LDALI-PWM4:
 
CH1- LED 1
CH2- LED 2
CH3- LED 3
CH4- LED 4

12-24V DC
+-

CH1- LED 1

CH2- LED 2

CH3- LED 3

CH4- LED 4
For 12V max 5m with 2 x 1.5 mm2 
For 24V max 10m with 2 x 1.5 mm2 
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