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LUCHTKWALITEITSMONITORSYSTEEM

www.deltaww.com

The UNOnext Indoor Air Quality Monitor can continuously monitor real-time data for seven types of 
harmful indoor air factors. The detection range includes Carbon Monoxide (CO), Carbon Dioxide (CO2), 
Fine Suspended Particulates (PM2.5), and Suspended Particulates ( PM10), Formaldehyde (HCHO), 
Ozone (O3), Total Volatile Organic Compounds (TVOC) and Temperature, Humidity, Illuminance, etc.

UNOnext not only has a detection function, but it can also independently link ventilation equipment or 
integrate with central air conditioning. When indoor air quality turns poor, UNOnext immediately sets off 
an alarm and introduces fresh air to eliminate the bad indoor air. The innovative design of UNOnext also 
earns extra points for LEED green building standards and WELL healthy building standards.
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Protect your health,
starting from indoor air quality

UNO® next

Bescherm je gezondheid, start met een goed 
binnenklimaat
Connected - Slim - Gezondheid 

De UNOnext Lucht Kwaliteits Monitor voor het binnenklimaat kan continu in real-time data monitoren 
voor zeven soorten schadelijke binnenluchtfactoren. Het detectiebereik omvat koolmonoxide (CO), 
kooldioxide (CO2), fijnstof (PM2.5), en fijnstof (PM10), Formaldehyde (HCHO), Ozon (O3), Totale 
Vluchtige Organische Stoffen (TVOC) en temperatuur, luchtvochtigheid, lichtsterkte, enzovoort. 
UNOnext heeft niet alleen een detectiefunctie, maar het kan ook onafhankelijk ventilatieapparatuur 
koppelen of integreren met een centrale airconditioning. Wanneer de binnenluchtkwaliteit slecht wordt, 
activeert UNOnext onmiddellijk een alarm en regelt de verse lucht toevoer om de slechte binnenlucht te 
elimineren. Het innovatieve ontwerp van UNOnext verdient ook extra punten voor LEED groene gebouw-
standaarden en WELL gezonde gebouwstandaarden.
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Items Measurement Range Accuracy
Temperature 0-50°C ± 1°C

Humidity 0-100% rH ± 5%

CO2 400-10000 ppm ± 30 ppm ± 3%

PM2.5 0-1000 µg/m3 ± 5 µg/m3 + 20% at 0-100 µg/m3, 
                                                          ± 10% at 100-1000 µg/m3

PM10 0-1000 µg/m3 ± 5 µg/m3 + 20% at 0-100 µg/m3,
                                                          ± 25% at 100-1000 µg/m3

Luminance 0-10000 lux For ambient light reference

HCHO 0-5000 ppb ± 15%

CO 0-1000 ppm ± 20ppm or ± 5%

O3 0.5-10 ppm 0.01 ppm

TVOC 0-30000 ppb ± 15% in lab test (Ethanol)

Ext. temp. NTC10k Thermistor ± 0.3°C

Operation range 0°C to 50°C, 10-90% RH, IP20

Storage temp. -20°C to 70°C

Power requirements Input 1: 9-24VDC+/-10% ; 
 Input 2: power adapter 12V/1A

Power consumption Max 500mA@12VDC

Digital Control RS485 or DO (low active)

Dimensions 14.2cm(L) x 6.8cm(W) x 4.2 cm(D)

Weight 208 g

Display 1.3” OLED

Accessories Wall Mount, Power Adapter, NTC thermistor(Optional)

Language Chinese, English, Japan

Connectivity RS485, Wi-Fi 2.4G 802.11 b/g/n, BLE5.1

Security Open, WPA-PSK, WPA2-PSK

Certification CE, FCC/IC, NCC, JRF, WPC/ETA, SIRIM, 
                                   IMDA, NBTC, VNTA

*UNO-10SW: Made to order
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System SpecificationMonitor Specification

‧  Accurately detects indoor air factors that are harmful to health. Comes with third-party laboratory 
inspection certificate, and provides annual calibration services

‧  Plug and play, lets you quickly browse real-time indoor environment information
‧  Provides historical data trend and index analysis, cloud data storage
‧  Smart linked HVAC/fresh air system improves air quality

Features

HVAC system UNOcentral
(IAQ management platform)

Fresh air system HVAC control system 
Central HVAC

Delta positive negative
pressure ventilation

Delta energy
recovery ventilation

3rd party fresh
air devicesFresh air system 

Independent
ventilation

●● ●UNO-10SW ● ●● ●● ●● ●●
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Type Temp/
luchtv

PM2,5/
PM10 CO2 Lux TVOC HCHO CO O3 * BLE WiFi Bacnet

MS/TP
Modbus

RTU
Ventilatie-

sturing Productgr Artikelnr

UNO-7TB x x x x x x x 9901 80002220

UNO-6SW x x x x x x x x 9901 80002210

UNO-7HW x x x x x x x x x 9901 80002240

UNO-9SW x x x x x x x x x x x 9901 80002230

UNO-10SW x x x x x x x x x x x x 9901 80002190

Specificaties

Aansluitspanning: ............................ 12...24 VDC, 24 VAC 
voeding 12V / 1A

Vermogen:......................................... 500 mA max. @12 VDC
Digitale sturing: ................................ RS 485 of DO (laag actief)
Communicatiebus: ........................... RS485, BLE5.1, WiFi 2.4G 802.11 b/g/n
Beveiliging: ....................................... open, WPA-PSK, WPA2-PSK

Temperatuur: .................................... 0...50 ºC (nauwkeurigheid ± 1 °C bij 25 °C en 50% rH)
Luchtvochtigheid: ............................. 0...100% rH bij 25 °C en 50% rH  

(nauwkeurigheid ±10% bij 25°C en 50% rH)
CO2: ................................................... 400...5.000 ppm (nauwkeurigheid ± (30 ppm ± 3%))
PM2,5: ............................................... 0...1.000 μg/m3 (nauwkeurigheid ± (5 μg/m3 + 20%) bij 0...100 μg/m3 

± 10% bij 100...1.000 μg/m3)
PM10: ................................................ 0...1.000 μg/m3 (nauwkeurigheid ± (5 μg/m3 + 20%) bij 0...100 μg/m3 

± 25% bij 100...1.000 μg/m3)
Lichtsterkte: ...................................... 0...10.000 lux
HCHO: ............................................... 0...5.000 ppb (nauwkeurigheid ± 15%)
CO: ..................................................... 0...1.000 ppm (nauwkeurigheid ± 20 ppm of ± 5%)
O3: ...................................................... 0,5...10 ppm (nauwkeurigheid 0,01 ppm)
TVOC: ................................................ 0...30.000 ppb (nauwkeurigheid ± 15% bij labtest (Ethanol))
Externe temp. sensor: ...................... NTC10k thermistor (nauwkeurigheid ± 0,3 °C)

Max. omgevingstemperatuur: ......... 0 - 50 ºC, bij 10...90% rH
Afmeting l x b x h: ............................ 142 x 68 x 42 + 6,9 (montageplaat) mm
Gewicht: ............................................ 208 gram
Display: ............................................. 1,3" OLED
Montage: ........................................... opbouw
Beschermingsgraad: ........................ IP20
Taal: ................................................... Engels
Certificaten: ...................................... CE, FCC/IC, NCC, JRF, WPC/ETA, SIRIM, IMDA, NBTC, VNTA

UNO® next 7 in 1 luchtkwaliteitsmonitor  voordelen

Detecteert nauwkeurig factoren die het binnenkli-
maat nadelig beïnvloeden en heeft hierdoor een 
positieve uitwerking op de gezondheid. Wordt ge-
leverd met een inspectiecertificaat van een derde 
partij. Jaarlijkse kalibratie kan als dienst worden 
geleverd.

• Plug and play, waardoor u snel real-time 
binnenmilieu-informatie kunt bekijken.

• Biedt historische gegevenstrends en  
indexanalyse, cloudgegevensopslag.

• Slim gekoppeld HVAC / ventilatiesysteem 
verbetert de luchtkwaliteit.
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